
Magnetic Locks - surface

ES180 is a small, surface mount magnetic lock with a holding 
force of 180kg. It is ideal for external enclosures such as telecom 
cabinets. The ES180 is monitored as standard.

Material: Stainless steel
Voltage: 12/24Vdc
Current: 630mA @ 12Vdc, 315mA @ 24Vdc
Dimensions: 168 x 33 x 24mm
Temperature: -20°C to +70°C
Rating: IP-67

ES400 is a surface mount magnetic lock with a holding force of 
400kg. Ideal for general access control on pedestrian gates and 
external doors. The ES400 is monitored as standard, and can 
be horizontally or vertically fixed. A 20mm internal thread is 
provided to accept “Copex” fitments.

Material: Stainless steel
Voltage: 12/24Vdc
Current: 630mA @ 12Vdc, 315mA @ 24Vdc
Dimensions: 230 x 43 x 30mm
Temperature: -20°C to +70°C
Rating: IP-67

External

ES500 is a surface mount magnetic lock with a holding 
force of 500kg. Ideal for general access control on 
traffic gates and external doors. The ES500 is 
monitored as standard, and can be horizontally or 
vertically fixed. A 20mm internal thread is provided to 
accept “Copex” fitments.

Material: Stainless steel
Voltage: 12/24Vdc
Current: 630mA @ 12Vdc, 315mA @ 24Vdc
Dimensions: 230 x 61 x 40mm
Temperature: -20°C to +70°C
Rating: IP-67

54



Magnetic Locks - surface

Internal

300L
L Bracket for 300 series

UBK-U
Glass door bracket for 300/500Z

300AS / 500AS
Surface armature housing

300AF / 500AF
Flush armature housing

500L
L Bracket for 500 series

300/500Z
Z Bracket for 300/500 series

DPM300/DPM500
The new DPM’s are available to retrofit on the S300 & S500

series of magnetic locks. They provide true door position monitoring,
as opposed to the internal magnetic lock monitoring which gives indication

of the status of the lock. The DPM300 & DPM500 indicate status of the door,
regardless of power being applied to the magnetic lock of not.

S500 is a surface mount magnetic lock with a holding force of 
500kg. Ideal for more secure access control on standard doors. 
A monitored version (S500M) is available, as are double 
magnets for double-doors (SD500 & SD500M)

Material: Aluminium
Voltage: 12/24Vdc
Current: 630mA @ 12Vdc, 315mA @ 24Vdc
Dimensions: 272 x 65 x 41mm (544 x 65 x 41mm double)
Temperature: -20°C to +70°C

VREA is a surface mount magnetic lock with a holding 
force of 800kg. Ideal for speciality locking on very 
large/heavy doors. The unit is monitored as standard, 
and comes complete with an “L” bracket.

Material: Steel
Voltage: 12/24Vdc
Current: 630mA @ 12Vdc, 315mA @ 24Vdc
Dimensions: 270 x 80 x 60mm
Temperature: -20°C to +70°C
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